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Fire Fighter’s Phone 
Jack, Handset, and  

Storage Cabinet 

Description: 

Kingfisher’s Fire Fighter Telephones are designed 
to operate in conjunction with King-Fisher’s KFQX-
5000 Series Emergency Zoned Audio System. 
These telephone handsets are permanently 
installed throughout a building to allow Fire 
Fighters easy communication with the main control 
panel.   
 
Kingfisher provides portable Fire Fighter telephone 
handsets which plug-in to permanently installed 
telephone jacks throughout the building. Plugging 
in the portable handset allows the Fire Fighters to 
communicate with the main control panel. As with 
the permanently installed telephones, these 
portable handsets are made from durable ABS 
plastic and come equipped with a coiled cord and a 
male phone plug which plugs into the Fire Fighters’ 
telephone jack. In addition, an optional handset 
storage cabinet is available to store up to six 
portable handsets. An optional flush trim ring is 
available for the storage cabinet. 

Features: 

 Heavy-duty Construction 

 Red Finish 

 Flush or Surface-Mount 

 Key-locked door 

 Rugged ABS Plastic handset w/ coiled cord 

 Portable handsets and telephone jacks (optional) 

 Optional storage cabinet for handsets 

 Supervised Wiring 
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KCi # Model # Description 

52404 KFFJ-100  Firefighter’s Phone Jack 

52405 KFFH-100A  Firefighter's  Handset  

52406 KFFHC-300 Firefighter’s Handset Cabinet 

52404-DTS  Specification Data Sheet 

ORDERING INFORMATION 

Kingfisher Company, inc., products must be used within their published specifications and must be PROPERLY specified, applied, installed, 
operated, maintained and operationally tested in accordance with their installation instructions at the time of installation and at least twice a 
year or more often and in accordance with local, state and federal codes, regulations and laws.  Specification, application, installation, 
operation, maintenance and testing must be performed by qualified personnel for proper operation in accordance with all of the latest National 
Fire Protection Association (NFPA), Underwriters’ Laboratories (UL), National Electrical Code (NEC), Occupational Safety and Health 
Administration (OSHA), local, state, county, province, district, federal and other applicable building and fire standards, guidelines, regulations, 
laws and codes including, but not limited to, all appendices and amendments and the requirements of the local authority having jurisdiction 
(AHJ). 

NOTE: Due to continuous development of our products, specifications and offerings are subject to change without notice in accordance with 

Kingfisher Company, inc., standard terms and conditions 

Fire Fighter’s Portable Handset & Telephone Jack: 

The red portable telephone handset comes with a coiled cord and a male phone plug which plugs into the Fire 
Fighters’ Telephone Jack, allowing Fire Fighters to make direct communication with the main control panel. The 
Fire Fighters’ Telephone Jack consists of a single phone jack which is mounted on a single gang, stainless steel 
plate. The stainless steel plate is clearly marked “FIRE FIGHTERS’ TELEPHONE” and mounts to any standard 
single gang box. 

Fire Fighter’s Portable Handset Storage Cabinet: 

The FHC-300 Storage Cabinet holds up to six portable FH-100A telephone handsets. The FHC-300 is a surface 
mount enclosure and comes with a key locked door. 
 
Dimensions: 13.50”H x 21.25”W x 3.75”D 
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